Midea CAC Air Conditioner(13 SEER)

Product Description:
The MOV3 Outdoor Use Condensing Units are designed for reliable cooling during the summer. The outdoor units feature a louvered metal guard that protects the coil from damage and gives strength to the unit as a whole and have a SEER rating of 14.0. All models are UL and ETL certified for safety and ARI certified for performance. 

Features:
Capacity Range

MOV3 are available in 7 sizes ranging from 18 KBtu/h to 60KBtu/h to satisfy the needs of both residential and light commercial applications.
Compressor
Copeland Scroll Compressor: Highly Efficient and Extremely Reliable 

Built-in-Reliable Components
System reliability is reinforced by a high/low pressure switch, a coil temperature sensor, and a surge protector for the compressor.
Anti-Rust Cabinet
G90 galvanized steel enclosure is treated with a layer of zinc phosphate and is able to withstand 1000-hours salt spray. A coat of modified polyester powder is then applied and baked on, providing each unit with a hard, smooth finish that will last for many years. All screws on cabinet exterior are coated for long-lasting, rust resistant, quality and appearance.
Unit Design

All units are equipped with fully enclosed fan motors guaranteeing reliability under conditions of extreme temperatures, rain, and snow. The large, wraparound coil is equipped with rifled copper tubes and a louvered hydrophilic aluminum fin for optimum heat transfer during cooling. The condenser coil can be cleaned with a common garden hose.
External Service Valves
Both service valves are the brass, front seating type. Valves are externally located so refrigerant tube connections can be inserted easily with sweat field connections.

Product Description:

Midea CAC Air Handler Units(13 SEER)

MVA3 Series Air Handler Units are high efficient indoor use products for your room air condition care, designed to perfectly match with Midea’s MOV3 Series Air Conditioner, ensuring a well system performance and high quality room air condition because all of Air Handler Units are designed with enhanced drainage port and finished with a sort of special insulation work. As cooling equipment in summer, the SEER value of the combination can be up to 13.1. With a directive driving fan motor, the Air Handler Units run quietly, that makes contribution to your comfort room condition.

Features & Benefits

Cabinet
The enclosure is built with galvanized steel and coated with a protective paint. It is convenient for transportation and installation and fully insulated from high temperature and high voltage, in order to avoid hazardous risks. 
Coils

The A shape coil design adopts rifled copper tubes with louvered aluminum fins in order to enhance the thermal transfer process

. 

Enhanced Draining Pan

Primary and secondary drainage ports ensure complete drainage of condensation and improve room air quality by restricting the growth of mold, mildew and corrosion.
Expansion Device

The Valve Expansion Device is durable and guarantees stable operation.
Protection Device

The factory installed coil temperature sensor provides reliable protection during operation of the system.
Application

Alternative installation methods are available in order to accommodate different air flow requirements, including vertical installation for up-drafts, and horizontal installation for left /right air flow. 
Certification

Full range products are certified by ARI for performance under ARI 210/240, and listed by ETL for safety according to UL 1995. 

